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There is provided a flexible display capable of improving an
angle-measuring accuracy using different kinds of sensors
and a method of measuring an angle thereof. The flexible
display includes a first sensor unit disposed in a first region
and including different kinds of sensors, a second sensor unit
disposed in a second region adjacent to the first region and
including different kinds of sensors, and an angle-measuring
unit measuring a folding angle between the first region and
the second region in response to sensing signals outputted
from the first sensor unit and the second sensor unit.
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1
FLEXIBLE DISPLLAY AND METHOD FOR
MEASURING ANGLE OF THE SAME

CLAIM OF PRIORITY

This application makes reference to, incorporates the
same herein, and claims all benefits accruing under 35
U.S.C. §119 from an application earlier filed in the Korean
Intellectual Property Office on Jan. 22, 2013 and duly
assigned Serial No. 10-2013-0007043.

BACKGROUND OF THE INVENTION

1. Field of the Invention

Embodiments of the present invention generally relate to
a flexible display and a method of measuring an angle
thereof, and more particularly, to a flexible display having
improved accuracy of measuring an angle using different
kinds of sensor and a method of measuring an angle thereof.

2. Description of the Related Art

In recent information society, displays are emphasized as
an important device for delivering visual information. Low
power consumption, a thin body, a lightweight body, and
high definition are recent trends for the displays.

A flexible display that is not damaged even in case of
being folded and rolled has been spotlighted as a newly
developed technology in the field of displays. This display is
implemented on a thin substrate such as a plastic and is not
damaged even by folding or rolling. Nowadays, 1 mm or
thinner organic light emitting devices or liquid crystal
devices are employed to implement the flexible displays.

In recent years, technologies of measuring an angle of the
flexible display, such as a folding angle or a bending angle
and controlling the flexible display using the measured angle
have been developed.

In the existing flexible display, a step motor or a single
kind of sensors are utilized to measure the folding angle or
bending angle of the flexible display. However, the angle
measured as described above may not be accurate.

SUMMARY OF THE INVENTION

Accordingly, the present invention has been made to
provide a flexible display capable of improving angle-
measuring accuracy using different kinds of sensors and a
method of measuring an angle thereof.

In order to achieve the foregoing and/or other aspects of
the present invention, there is provided a flexible display
including a first sensor unit disposed in a first region and
including different kinds of sensors, a second sensor unit
disposed in a second region adjacent to the first region and
including different kinds of sensors, and an angle-measuring
unit measuring a folding angle between the first region and
the second region in response to sensing signals outputted
from the first sensor unit and the second sensor unit.

According to an embodiment of the present invention, the
angle-measuring unit may include a first angle estimator
calculating a first angle between the first region and the
second region in response to first sensing signals outputted
from a first kind of sensors included in the first sensor unit
and the second sensor unit respectively, a second angle
estimator calculating a second angle between the first region
and the second region in response to second sensing signals
outputted from a second kind of sensors included in the first
sensor unit and the second sensor unit respectively, and an
averaging unit outputting an average value between the first
angle and the second angle as the folding angle.
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According to an embodiment, the different kinds of sen-
sors may include at least two kinds of sensor from a group
of a gyroscope sensor, an acceleration sensor, and a terres-
trial magnetism sensor.

According to an embodiment, the flexible display may
further include a third sensor unit disposed in a third region
adjacent to the first region and including different kinds of
sensors, and the angle-measuring sensor calculates an angle
between the first region and the third region in response to
sensing signals outputted from the first sensor unit and the
third sensor unit.

According to an embodiment, when each of the first
sensor unit and the second sensor unit includes at least three
different kinds of sensors, the angle-measuring unit may
measure the folding angle in response to sensing signals
outputted from two of the at least three different kinds of
sensors.

In order to achieve the foregoing and/or other aspects of
the present invention, there is provided a method of mea-
suring an angle of a flexible display including calculating a
first angle between a first region and a second region in
response to first sensing signals outputted from a first kind
of sensors which are disposed in the first region and the
second region adjacent to the first region, calculating a
second angle between the first region and the second region
in response to second sensing signals outputted from a
second kind of sensor which are disposed in the first region
and the second region, and outputting an average value
between the first angle and the second angle as a folding
angle between the first region and the second region.

According to an embodiment, the first kind of sensors
may be any one of a group of a gyroscope sensor, an
acceleration sensor, and a terrestrial magnetism sensor,
while the second kind of sensors may be any another one of
a group of a gyroscope sensor, an acceleration sensor, and a
terrestrial magnetism sensor.

According to the flexible display according to an embodi-
ment of the present invention and the method of measuring
an angle thereof, angle-measuring accuracy can be improved
using different kinds of sensors.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, together with the specifi-
cation, illustrate exemplary embodiments of the present
invention, and, together with the description, serve to
explain the principles of the present invention.

FIG. 1 is a view illustrating a flexible display constructed
as an embodiment according to the principles of the present
invention;

FIG. 2 is a view illustrating an angle measuring unit
shown in FIG. 1;

FIG. 3 is a view illustrating a method of measuring an
angle of a flexible display shown in FIG. 1;

FIG. 4 is a view illustrating a flexible display constructed
as another embodiment according to the principles of the
present invention; and

FIG. 5 is a view illustrating a method of measuring an
angle of the flexible display shown in FIG. 4.

DETAILED DESCRIPTION OF THE
INVENTION

Hereinafter, certain exemplary embodiments according to
the present invention will be described with reference to the
accompanying drawings. Here, when a first element is
described as being coupled to a second element, the first
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element may be not only directly coupled to the second
element but may also be indirectly coupled to the second
element via a third element. Further, some of the elements
that are not essential to the complete understanding of the
invention are omitted for clarity. Also, like reference numer-
als refer to like elements throughout.

Hereinafter, embodiments of the present invention will be
described in detail with reference to the accompanying
drawings.

FIG. 1 is a view illustrating a flexible display constructed
as an embodiment according to the principles of the present
invention. FIG. 2 is a view illustrating an angle measuring
unit shown in FIG. 1.

In FIG. 1, an angle measuring unit 130 is arranged
between a first region Al and a second region A2 of a
flexible display 100, but the present invention is not limited
by this. For example, the angle measuring unit 130 may be
arranged in the first region Al or in the second region A2.

Referring to FIGS. 1 and 2, the flexible display 100
includes a first sensor unit 110-1, a second sensor unit 110-2,
and the angel measuring unit 130.

The first sensor unit 110-1 is disposed in the first region
Al of the flexible display 100. The first sensor unit 110-1
includes different kinds of sensors 111-1 and 113-1.

FIG. 1 illustrates the first sensor unit 110-1 including two
different kinds of sensors 111-1 and 113-1 for the illustrative
purpose, but the present invention is not limited thereto. For
example, the first sensor unit 110-1 may include three or
more different kinds of sensors.

Each of different kinds of sensors 111-1 and 113-1 may be
a gyroscope sensor, an acceleration sensor, or a terrestrial
magnetism sensor, but the present invention is not limited
thereto.

For example, the first sensor 111-1 may be any one of a
gyroscope sensor, an acceleration sensor, and a terrestrial
magnetism sensor, while the second sensor 113-1 may be
any another one of a gyroscope sensor, an acceleration
sensor, and a terrestrial magnetism sensor.

Hereinafter, it is assumed that the first sensor 111-1 is a
gyroscope sensor and the second sensor 113-1 is an accel-
eration sensor.

The first sensor 111-1 senses an azimuth angle of the first
region Al, based on an angular acceleration of the first
region Al, vertical slope, and horizontal slope and outputs a
first sensing signal SS1-1 corresponding to the sensed azi-
muth angle, vertical slope, and horizontal slope to the angle
measuring unit 130.

The second sensor 113-1 senses an azimuth angle of the
first region A1, based on an acceleration of the first region
A1, vertical slope, and horizontal slope and outputs a second
sensing signal SS2-1 corresponding to the sensed azimuth
angle, vertical slope, and horizontal slope to the angle
measuring unit 130.

The second sensor unit 110-2 is disposed in the second
region A2 of the flexible display 100. The second sensor unit
110-2 includes different kinds of sensors 111-2 and 113-2.

The different kinds of sensors 111-2 and 113-2 included in
the second sensor unit 110-2 and the different kinds of
sensors 111-1 and 113-1 included in the first sensor unit
110-1 are same kind of sensors. For example, the first sensor
111-2 of the second sensor unit 110-2 and the first sensor
111-1 of the first sensor unit 110-1 are same kind of sensors,
while the second sensor 113-2 of the second sensor unit
110-2 and the second sensor 113-1 of the first sensor unit
110-1 are same kind of sensors.

The first sensor 111-2 senses an azimuth angle of the
second region A2, based on an angular acceleration of the
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second region A2, vertical slope, and horizontal slope and
outputs a first sensing signal SS1-2 corresponding to the
sensed azimuth angle, vertical slope, and horizontal slope to
the angle measuring unit 130.

The second sensor 113-2 senses an azimuth angle of the
second region A2, based on an acceleration of the second
region A2, vertical slope, and horizontal slope and outputs a
second sensing signal SS2-2 corresponding to the sensed
azimuth angle, vertical slope, and horizontal slope to the
angle measuring unit 130.

The angle-measuring unit 130 measures an angle 0
between the first region Al and the second region A2 such
as a folding angle or a bending angle, in response to the
sensing signals SS1-1, SS2-1, SS1-2, and SS2-2 which are
outputted from the first sensor unit 110-1 and the second
sensor unit 110-2.

The angle-measuring unit 130 includes a first angle esti-
mator 131, a second angle estimator 133, and an averaging
unit 135.

The first angle estimator 131 estimates a first angle 6a in
response to the first sensing signals SS1-1 and SS1-2 from
the first sensors 111-1 and 111-2 and outputs the estimated
first angle Ba to the averaging unit 135. Specifically, the first
angle estimator 131 estimates an azimuth difference, a
vertical slope difference, a horizontal slope difference
between the first region Al and the second region A2 based
on the first sensing signals SS1-1 and SS1-2 and correspond-
ingly outputs the estimated first angle 0a based on the
differences to the averaging unit 135.

The second angle estimator 133 estimates a second angle
6b in response to the second sensing signals SS2-1 and
SS2-2 from the second sensors 113-1 and 113-2 and outputs
the estimated second angle 6b to the averaging unit 135.
Specifically, the second angle estimator 133 estimates an
azimuth difference, a vertical slope difference, a horizontal
slope difference between the first region Al and the second
region A2 based on the second sensing signals SS2-1 and
SS2-2 and correspondingly outputs the second angle b
based on the differences to the averaging unit 135.

The averaging unit 135 calculates an average value
between the first angle 6a and the second angle 6b and
outputs the calculated average value as an angle 0 between
the first region Al and the second region A2.

According to an embodiment, when the first sensor unit
110-1 and the second sensor unit 110-2 include three or more
different kinds of sensor respectively, the angle-measuring
unit 130 may measure and output an angel 0 using only the
sensing signals received from two of the three different kinds
of sensors.

For example, when difference between the angles mea-
sured by the gyroscope sensors and the angle measured by
the acceleration sensors or the terrestrial magnetism sensors
is too big, the averaging unit 135 determines that the angles
measured by the gyroscope sensors are not accurate, and
may output an average value of the angles measured by the
acceleration sensors and the terrestrial magnetism sensors as
an angle 0 between the first region A1 and the second region
A2 without including the sensing signals measured by the
ZYroscope sensors.

FIG. 3 is a view illustrating a method of measuring an
angle of a flexible display shown in FIG. 1.

Referring to FIG. 3, when the flexible display 130 is
folded or bent, the angle-measuring unit 130 measures an
angle 0 between the first region A1 and the second region A2
in response to the sensing signals SS1-1, SS2-1, SS1-2, and
SS2-2 outputted from the first sensor unit 110-1 and the
second sensor unit 110-2.
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The angle-measuring unit 130 receives the first sensing
signal SS1-1 and the second sensing signal SS2-1, contain-
ing the information on the azimuth angles, the vertical
slopes, and the horizontal slopes of the first region Al
respectively, from the first sensor unit 110-1 disposed in the
first region Al. Moreover, the angle-measuring unit 130
receives the first sensing signal SS1-2 and the second
sensing signal SS2-2, containing information on the azimuth
angles, the vertical slopes, and the horizontal slopes of the
second region A2 respectively, from the second sensor unit
110-2 disposed in the second region A2.

The angle-measuring unit 130 calculates a first angle 61
based on the first sensing signals SS1-1 and SS1-2 and a
second angle 62 based on the second sensing signals SS2-1
and SS2-2, and outputs an average value between the first
angle 0a and the second angle 0b as an angle 6.

FIG. 4 is a view illustrating a flexible display according
to another embodiment of the present invention. Referring to
FIG. 4, a flexible display 100 includes a first sensor unit
110-1, a second sensor unit 110-2, a third sensor unit 110-3,
and an angle-measuring unit 130.

Since the first sensor unit 110-1 and the second sensor unit
110- have the same functions and operations as those of the
first sensor unit 110-1 and the second sensor unit 110-2, their
descriptions will be omitted.

The third sensor unit 110-3 is disposed in a third region
A3 of the flexible display 100. The third sensor unit 110-3
includes different kinds of sensors 111-3 and 113-3.

The different kinds of sensors 111-3 and 113-3 included in
the third sensor unit 110-3 and the different kinds of sensors
111-1 and 113-1 included in the first sensor unit 110-1 are
same kind of sensors. The different kinds of sensors 111-2
and 113-2 included in the second sensor unit 110-2 and the
different kinds of sensors 111-1 and 113-1 included in the
first sensor unit 110-1 are same kind of sensors. For
example, the first sensor 111-3 of the third sensor unit 110-3
and the first sensor 111-1 of the first sensor unit 110-1 are
same kind of sensors, while the second sensor 113-3 of the
third sensor unit 110-3 and the second sensor 113-1 of the
first sensor unit 110-1 are same kind of sensors.

The angle-measuring unit 130 measures an angle 61
between the first region Al and the second region A2 in
response to the sensing signals SS1-1, SS2-1, SS1-2, and
SS2-2 which are outputted from the first sensor unit 110-1
and the second sensor unit 110-2.

Moreover, the angle-measuring unit 130 measures an
angle 062 between the first region Al and the third region A3
in response to the sensing signals SS1-1, SS2-1, SS1-3, and
SS2-3 which are outputted from the first sensor unit 110-1
and the third sensor unit 110-3.

FIG. 5 is a view illustrating a method of measuring an
angle of the flexible display shown in FIG. 4.

When the flexible display 130 is folded or bent, the
angle-measuring unit 130 measures an angle 01 between the
first region Al and the second region A2 and an angle 62
between the first region Al and the third region A3, in
response to the sensing signals SS1-1, SS2-1, SS1-2, SS2-2,
SS1-3, and SS2-3 outputted from the first sensor unit 110-1
and the second sensor unit 110-2.

The angle-measuring unit 130 receives the first sensing
signal SS1-1 and the second sensing signal SS2-1, contain-
ing information on the azimuth angles, the vertical slopes,
and the horizontal slopes of the first region Al respectively,
from the first sensor unit 110-1 disposed in a reference
region such as the first region Al.

The angle-measuring unit 130 receives the first sensing
signal SS1-2 and the second sensing signal SS2-2, contain-
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ing information on the azimuth angles, the vertical slopes,
and the horizontal slopes of the second region A2 respec-
tively, from the second sensor unit 110-2 disposed in a
bending region such as the second region A2.

The angle-measuring unit 130 receives the first sensing
signal SS1-3 and the second sensing signal SS2-3, contain-
ing information on the azimuth angles, the vertical slopes,
and the horizontal slopes of the third region A3 respectively,
from the third sensor unit 110-3 disposed in another bending
region such as the third region A3.

The angle-measuring unit 130 calculates an angle 61
between the first region Al and the second region A2 based
on the first sensing signals SS1-1 and SS1-2 and the second
sensing signal SS2-1 and SS2-2, and an angle 62 between
the first region Al and the third region A3 based on the first
sensing signals SS1-1 and SS1-3 and the second sensing
signals SS2-1 and SS2-3.

The flexible display 100 according to the embodiments of
the present invention can improve accuracy of measuring an
angle by measuring the folding angle or the bending angle
of the flexible display using different kinds of sensors. For
example, an angle measured with an acceleration sensor in
the external environment where the acceleration sensor may
not work accurate, for example the inside of a traveling
vehicle is compensated by an angle measured with a gyro-
scope sensor, so that the angle-measuring accuracy can be
improved.

FIG. 1 shows the flexible display 100 including two
sensor units 110-1 and 110-2 and FIG. 4 shows the flexible
display 100 including three sensor units 110-1, 110-2, and
110-3; however the present invention is not limited thereto.
That is, the flexible display 100 may include four or more
sensor units.

While the present invention has been described in con-
nection with certain exemplary embodiments, it is to be
understood that the invention is not limited to the disclosed
embodiments, but, on the contrary, is intended to cover
various modifications and equivalent arrangements included
within the spirit and scope of the appended claims, and
equivalents thereof.

What is claimed is:

1. A flexible display, comprising:

a first sensor unit disposed in a first region of the flexible
display and including different sensors that are opera-
tionally responsive to dissimilar stimulus;

a second sensor unit disposed in a second region of the
flexible display adjacent to the first region and includ-
ing different sensors that are operationally responsive
to dissimilar stimulus; and

an angle-measuring unit measuring a folding angle
between the first region and the second region in
response to sensing signals outputted from both the first
sensor unit and the second sensor unit, the sensing
signals including respective azimuth angles outputted
from the first sensor unit and the second sensor unit.

2. The flexible display as claimed in claim 1, wherein the
angle-measuring unit comprises:

a first angle estimator determining a first angle between
the first region and the second region in response to first
sensing signals outputted from a first pair of sensors
respectively included in the first sensor unit and the
second sensor unit, said first pair of sensors operation-
ally responsive to a first stimulus;

a second angle estimator determining a second angle
between the first region and the second region in
response to second sensing signals outputted from a
second pair of sensors respectively included in the first
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sensor unit and the second sensor unit, said second pair
of sensors operationally responsive to a second stimu-
lus; and

an averaging unit outputting an average value between the

first angle and the second angle as the folding angle by
averaging the first angle determined by the first angle
estimator and the second angle determined by the
second angle estimator.

3. The flexible display as claimed in claim 1, wherein the
different sensors comprise at least two sensors selected from
the group consisting of a gyroscope sensor, an acceleration
sensor, and a terrestrial magnetism sensor.

4. The flexible display as claimed in claim 1, further
comprising a third sensor unit disposed in a third region
adjacent to the first region and including different sensors
that are operationally responsive to dissimilar stimulus,

wherein the angle-measuring sensor calculates an angle

between the first region and the third region in response
to sensing signals outputted from the first sensor unit
and the third sensor unit.

5. The flexible display as claimed in claim 1, wherein,
when each of the first sensor unit and the second sensor unit
includes at least three different sensors, the angle-measuring
unit measures the folding angle in response to sensing
signals outputted from two of the at least three different
sensors.
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6. A method of measuring a folding angle of a flexible
display, comprising:

determining a first angle between a first region of the
flexible display and a second region of the flexible
display in response to first sensing signals outputted
from a first plurality of sensors which are respectively
disposed in the first region and the second region
adjacent to the first region;

determining a second angle between the first region and
the second region in response to second sensing signals
outputted from a second plurality of sensor which are
respectively disposed in the first region and the second
region; and

outputting an average value of the first angle and the
second angle as the folding angle between the first
region and the second region.

7. The method as claimed in claim 6, wherein the first
plurality of sensors is any one of a group of a gyroscope
sensor, an acceleration sensor, and a terrestrial magnetism
sensor, while the second plurality of sensors is any another
one of a group of a gyroscope sensor, an acceleration sensor,
and a terrestrial magnetism sensor.
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